1975 Piper Archer PA28-180, s/n 28-7505146.
At last annual performed 1 January 2026, aircraft and engine total time 5563.5.  Prop total time 924.  Engine since major overhaul 924.1.  Aircraft is flying some so times will change.
24-month transponder/pitot/static IFR cert expires February 2026, if not sold by then it will be updated.
ELT is Artex 345 406mhz, battery expires August 2027.
Engine overhauled April 2019 to new fits and tolerances with new NiC3 cylinders, new Electroair EIS electronic ignition on right side, overhauled by myself in my FBO shop, AP/IA since 1989.
New prop installed April 2019.
Only recurring AD’s applicable are 2013-02-13, stab control cable inspection; 2020-24-05 wing spar corrosion inspection.  All other applicable AD’s complied with as of current annual.
Major alterations & repairs (337’s) include:
· Concorde RX35AXC sealed battery
· EIS electronic ignition & toggle switches (in place of original rotary mag/start switch)
· Electric boost pump
· GTX345 transponder with encoder
· GNS430W navigator
· Brackett air filter
· Left wing repair in 1981 & 1990.
New recent items:
· Front muffler, nose tire & tube January 2026 annual
· Starter, left tire & tube July 2025
· Right tire & tube April 2025
· Pilot shoulder strap with inertia reel & lap belt May 2025
· GNS430W screen repair October 2023
GAMA GL100UL STC
Dual USB panel mount jack.
Hobbs hour meter.
Current weight & balance:
            Empty weight 1522.8 lbs, EWCG 87.25”, useful load 927.2 lbs.  Gross weight 2450 lbs.
Many additional items included, 6 headsets, GNS430W manuals & training DVD, booster cushion, Garmin data downloader for GNS430W database updates, storm window inlet insert, rope chock, preheat blanket, cowl plugs, 16 new copies of POH, unbound POH for making copies. 
**Contact me for link to see Google album with 126 pictures including recent log entries**
